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shutdown, or malfunction during the 
semiannual reporting period that was 
not consistent with your startup, shut-
down, and malfunction plan, you must 
submit an immediate startup, shut-
down, and malfunction report accord-
ing to the requirements in 
§ 63.10(d)(5)(ii). 

(e) Part 70 monitoring report. If you 
have obtained a title V operating per-
mit for an affected source pursuant to 
40 CFR part 70 or 40 CFR part 71, you 
must report all deviations as defined in 
this subpart in the semiannual moni-
toring report required by 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A). If you submit a com-
pliance report for an affected source 
along with, or as part of, the semi-
annual monitoring report required by 
40 CFR 70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), and the compliance re-
port includes all the required informa-
tion concerning deviations from any 
emission limitation or work practice 
standard in this subpart, submission of 
the compliance report satisfies any ob-
ligation to report the same deviations 
in the semiannual monitoring report. 
However, submission of a compliance 
report does not otherwise affect any 
obligation you may have to report de-
viations from permit requirements to 
your permitting authority. 

§ 63.7342 What records must I keep? 
(a) You must keep the records speci-

fied in paragraphs (a)(1) through (3) of 
this section. 

(1) A copy of each notification and re-
port that you submitted to comply 
with this subpart, including all docu-
mentation supporting any initial noti-
fication or notification of compliance 
status that you submitted, according 
to the requirements in § 63.10(b)(2)(xiv). 

(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, and malfunction. 

(3) Records of performance tests, per-
formance evaluations, and opacity ob-
servations as required in 
§ 63.10(b)(2)(viii). 

(b) For each COMS or CEMS, you 
must keep the records specified in 
paragraphs (b)(1) through (4) of this 
section. 

(1) Records described in 
§ 63.10(b)(2)(vi) through (xi). 

(2) Monitoring data for COMS during 
a performance evaluation as required 
in § 63.6(h)(7)(i) and (ii). 

(3) Previous (that is, superceded) 
versions of the performance evaluation 
plan as required in § 63.8(d)(3). 

(4) Records of the date and time that 
each deviation started and stopped, and 
whether the deviation occurred during 
a period of startup, shutdown, or mal-
function or during another period. 

(c) You must keep the records in 
§ 63.6(h)(6) for visual observations. 

(d) You must keep the records re-
quired in §§ 63.7333 through 63.7335 to 
show continuous compliance with each 
emission limitation, work practice 
standard, and operation and mainte-
nance requirement that applies to you. 

§ 63.7343 In what form and how long 
must I keep my records? 

(a) You must keep your records in a 
form suitable and readily available for 
expeditious review, according to 
§ 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record on site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
can keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.7350 What parts of the General 
Provisions apply to me? 

Table 1 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.7351 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the United States 
Environmental Protection Agency 
(U.S. EPA), or a delegated authority 
such as your State, local, or tribal 
agency. If the U.S. EPA Administrator 
has delegated authority to your State, 
local, or tribal agency, then that agen-
cy has the authority to implement and 
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enforce this subpart. You should con-
tact your U.S. EPA Regional Office to 
find out if this subpart is delegated to 
your State, local, or tribal agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of the U.S. EPA and are not 
transferred to the State, local, or trib-
al agency. 

(c) The authorities in paragraphs 
(c)(1) through (6) of this section will 
not be delegated to State, local, or 
tribal agencies. 

(1) Approval of alternatives to work 
practice standards for fugitive pushing 
emissions in § 63.7291(a) for a by-prod-
uct coke oven battery with vertical 
flues, fugitive pushing emissions in 
§ 63.7292(a) for a by-product coke oven 
battery with horizontal flues, fugitive 
pushing emissions in § 63.7293 for a non- 
recovery coke oven battery, soaking 
for a by-product coke oven battery in 
§ 63.7294(a), and quenching for a coke 
oven battery in § 63.7295(b) under 
§ 63.6(g). 

(2) Approval of alternative opacity 
emission limitations for a by-product 
coke oven battery under § 63.6(h)(9). 

(3) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90, except for al-
ternative procedures in § 63.7334(a)(7). 

(4) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(5) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

(6) Approval of the work practice 
plan for by-product coke oven batteries 
with horizontal flues submitted under 
§ 63.7292(a)(1). 

§ 63.7352 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act (CAA), in 
§ 63.2, and in this section as follows: 

Acceptable makeup water means sur-
face water from a river, lake, or 
stream; water meeting drinking water 
standards; storm water runoff and pro-
duction area clean up water except for 
water from the by-product recovery 

plant area; process wastewater treated 
to meet effluent limitations guidelines 
in 40 CFR part 420; water from any of 
these sources that has been used only 
for non-contact cooling or in water 
seals; or water from scrubbers used to 
control pushing emissions. 

Backup quench station means a 
quenching device that is used for less 
than 5 percent of the quenches from 
any single coke oven battery in the 12- 
month period from July 1 to June 30. 

Baffles means an apparatus com-
prised of obstructions for checking or 
deflecting the flow of gases. Baffles are 
installed in a quench tower to remove 
droplets of water and particles from 
the rising vapors by providing a point 
of impact. Baffles may be installed ei-
ther inside or on top of quench towers 
and are typically constructed of treat-
ed wood, steel, or plastic. 

Battery stack means the stack that is 
the point of discharge to the atmos-
phere of the combustion gases from a 
battery’s underfiring system. 

Batterywide extended coking means in-
creasing the average coking time for 
all ovens in the coke oven battery by 25 
percent or more over the manufactur-
er’s specified design rate. 

By-product coke oven battery means a 
group of ovens connected by common 
walls, where coal undergoes destructive 
distillation under positive pressure to 
produce coke and coke oven gas from 
which by-products are recovered. 

By-product recovery plant area means 
that area of the coke plant where proc-
ess units subject to subpart L in part 61 
are located. 

Coke oven battery means a group of 
ovens connected by common walls, 
where coal undergoes destructive dis-
tillation to produce coke. A coke oven 
battery includes by-product and non- 
recovery processes. 

Coke plant means a facility that pro-
duces coke from coal in either a by- 
product coke oven battery or a non-re-
covery coke oven battery. 

Cokeside shed means a structure used 
to capture pushing emissions that en-
closes the cokeside of the battery and 
ventilates the emissions to a control 
device. 

Coking time means the time interval 
that starts when an oven is charged 
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